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Issued to: SURFACEQUEST INC. 

7760 France Ave S 
Bloomington, MN 55435 

  

This is to certify that

representative samples of

 Cladding Materials for Fire Doors and Frames 

 
  
 Have been investigated by UL in accordance with the Standard(s) indicated on 

this Certificate. 
  

Standard(s) for Safety: ANSI/UL 10B, "Fire Tests of Door Assemblies." – Edition 10 – Revision Date 
2009/04/13 
ANSI/UL 10C, "Positive Pressure Fire Tests of Door Assemblies." – Edition 2 – Issue 
Date 2009/01/26 
CAN/ULC-S104, "Standard Method for Fire Tests of Door Assemblies." – Edition 3 – 
Issue Date 2010/07/01 

Additional Information: See the UL Online Certifications Directory at www.ul.com/database for additional 
information 

 
Only those products bearing the UL Classification Mark should be considered as being covered by UL’s Classification and 
Follow-Up Service. 
 

The UL Classification Mark includes: UL in a circle: with the word “CLASSIFIED”  (as shown); a control number 
(may be alphanumeric) assigned by UL; a statement to indicate the extent of UL’s evaluation of the product; and the 
product category name (product identity) as indicated in the appropriate UL Directory. 
 
Look for the UL Classification Mark on the product. 

 

Architectural cladding film, LG Benif Self-Adhesive Decorative Film with a pressure sensitive adhesive 
backing, intended for application to hollow metal and metal composite fire door surfaces as well as door frames 
rated up to and including 1-1/2 hrs. The LG Benif Self-Adhesive Decorative Films are also intended for 
application to wood covered composite or wood core type fire doors surfaces as well as door frames rated up to 
and including 3/4 hr. 

 


